EZ INFORMER

TM

Instruction
Manual

WARNING: This device complies with Part 15 of the FCC rules, operation of this device is subject to the
following conditions:
1. This device may not cause harmful interference.
2. This device must accept any interference, including interference that may cause undesired operation.

Introduction: The EZ Informer is a stand-alone unit that emits a chime sound when
someone (or something) passes through the monitored zone.
The sensor is a passive infrared sensor that detects a movement with a heat signature. The unit may
be mounted using the supplied double sided tape or mounting screws. The unit is powered by a 9
volt battery (alkaline).
Quick Tips:
Open cover and insert battery
Adjust volume to desired level
Snap cover back on
Place box on mounting bracket
Attach to ceiling using supplied double sided tape or screws
Step 1. Insert the Battery: The EZ Informer is powered by a 9 volt alkaline battery (not included).
To insert the battery, ﬁnd the indented slot located on the side of the unit. Insert a ﬂat tip screwdriver or coin and twist. This action should open the box. Remove the cover and snap the battery
into the receptacle and place battery in battery holder.
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To reassemble the box, place the plastic notch back into the open slot (the same area you used the
screwdriver or coin on), then insert the plastic pin located on the other end through the hole, then
snap the unit shut.
Step 2. Where to Mount: The EZ Informer may be mounted in a variety of locations such as a
ceiling, door jamb, or on the side of the door. The invisible passive-infrared beam emitted by the
unit comes out in a conical type shape. The coverage area of the beam increases as the distance
from the unit increases.
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Step 2. Where to Mount (cont.)...For optimal coverage of the ingress and egress of a
doorway, it is recommended to mount the unit on the ceiling, one foot in front of the door and
angling or pointing the unit towards the door threshold.

*Avoid placing the EZ Informer motion
detector near heating or air conditioning
ducts, direct sunlight, and keep at least 3
feet away from ﬂuorescent light ballasts.
These factors may produce false signals
or interfere with signals being produced.

Misc Operation: The EZ Informer has a volume control wheel located inside the box. You must
remove the cover of the unit to adjust the volume. Located near the top of the circuit board, near
the battery compartment you will ﬁnd a jumper switch labeled “Tone A/B.” Use these to change the
tone from “ding dong” to “ding.” There are also jumper switches provided to adjust the sensitivity
of the PIR sensor labeled “sensitivity.”
Technical Support: If you encounter any diﬃculty in the operation of this product after reading the
manual, please contact us. You can reach us by phone at 904-245-1184 from 8:00 AM - 5:00 PM
Monday through Friday (Eastern Standard Time).
Warranty: This product is manufactured for 1800doorbell by Rodann Electronics Manufacturing
Company in the USA. Rodann warrants this product to be free of defects in materials and workmanship for a period of one year from the date of purchase. This warranty does not cover damage
resulting from accident, abuse, act of God, or improper operation.
If this product does become defective during the product’s warranty period, please call
1800doorbell at 904-245-1184 and we will notify you of the next step.
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