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Place the repeater between the transmitter & receiver 
(preferably 1/2 of the total distance)  to extend the range.  
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FCC Statement:

This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to part 15 of the FCC Rules.  These limits are designed to provide 
reasonable protection against harmful interference in a residential installation. This equipment generates, uses and can radiate radio frequency energy and, if not installed and used in 
accordance with the instructions, may cause harmful interference to radio communications.
However, there is no guarantee that interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or television reception, which can 
be determined by turning the equipment off and on, the user is encouraged to try to correct the interference by one or more of the following measures:

Reorient or relocate the receiving antenna.
Increase the separation between the equipment and receiver.
Connect the equipment to an outlet on a circuit different from that to which the receiver is connected.

This device complies with part 15 of the FCC rules. Operation is subject to the following two conditions: (1) This device may not cause harmful interference, and (2) this device must 
accept any interference received, including interference that may cause undesired operation. Note: Modifications to this product will void the user's authority to operate this 
equipment. 
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*In this example, the 
repeater is used to 
cover a blind spot. 

No Settings Required:
 This unit does not require any 
settings, just switch on the power.  
When paird correctly, LED 
indicator is lit.

**Do not place repeaters directly in-line with one another as this could cause oscillation.  
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TECHNICAL SUPPORT
If you need assistance with the operation of this product, please contact us.  You can reach us by phone at 904-245-1184 from 8:00AM to 
5:00PM Monday through Friday, EST. You may also reach us via email at info@safeguardsupply.com

WARRANTY INFORMATION
The product you have purchased is guaranteed against defects in workmanship and materials for a period of one year from the date of
purchase. Warranties implied by law are subject to the same time period limitation.  For a detailed warranty policy, please visit our website by 
visiting:  www.safeguardsupply.com/warranty.htm

Safeguard Supply, LLC. 
9655 Florida Mining Blvd. W.  Ste. 401 
Jacksonville, FL 32257 USA
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